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	Subcontractor Environment, Safety, and Health Program
	Attachment:
	5-17



GIN POLE ANNUAL INSPECTION
	Hoist Description and ID:
	

	Qualified Inspector:
	

	Date:
	

	Inspection Points
	Pass
	Fail
	Comments

	GIN POLE
	
	
	

	Roosterhead sheave and swivel movement
	
	
	

	Roosterhead side plate damage
	
	
	

	Jumpline sheave movement
	
	
	

	Sheave and swivel lubrication
	
	
	

	All sheaves: cracks, gouging, abrasion, wobble, other damage.
	
	
	

	Chord dents, rust, pitting, or damage
	
	
	

	Lacings bent, rust, pitting, or damaged
	
	
	

	Weld visual inspection for quality, deformation, rust, cracking.
	
	
	

	Rust or pitting in chords or bracing that would reduce crossectional area.
	
	
	

	Excessive rust or pitting in any gusset plates.
	
	
	

	Bridle and Basket attachment point, cracks, abrasion, wear, damage.
	
	
	

	All attachment rigging hardware damage
	
	
	

	Attachment rigging hardware TAGS are legible.
	
	
	

	Splice bolts installed and tight
	
	
	

	Splice bolt condition: threads, head, nut, washers.
	
	
	

	Splice bolts may be re-used?
	YES
	NO
	

	Sections installed in the proper order.
	
	
	

	Other:
	
	
	

	Other:
	
	
	

	Other:
	
	
	


Comments:     
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