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	5-14



HOIST ANNUAL INSPECTION CHECKLIST
DOCUMENT AND RETAIN)
Hoist ID: _____________________________________              Date: ____________________________________

Inspector: _____________________________________

	
No.
	Inspection Point
	Pass
	Fail
	Comments

	
	HOIST
	
	
	

	H1
	Drum wear, cracks (un-spool all rope)
	
	
	

	H2
	Rope anchorage 
	
	
	

	H3
	Worn or cracked pins, bearings, shafts, gears, rollers, locking or clamping devices
	
	
	

	H4
	Excessive wear of brake and clutch system, pawls, ratchets
	
	
	

	H5
	Excessive wear of drive mechanism, chain, chain sprockets.
	
	
	

	H6
	Electrical system for evidence of contact pitting or deterioration of controller, limit switches, pushbuttons.
	
	
	

	H7
	Fire extinguisher charge
	
	
	

	H8
	Power plant performance
	
	
	

	H9
	Load control mechanisms for maladjustments, wear
	
	
	

	H10
	Limit switches or devices
	
	
	

	H11
	Deterioration or leakage of hydraulic systems
	
	
	

	H12
	Fuel system leakage or deterioration
	
	
	

	H13
	Electrical and control system malfunction or deterioration
	
	
	

	H14
	Engine oil level
	
	
	

	H15
	Hydraulic oil level
	
	
	

	H16
	Fuel level
	
	
	

	H17
	Other lubrication
	
	
	

	H18
	Mounting/anchorage system for continued ability to sustain imposed loads.
	
	
	

	
	ROPE
	
	
	

	R1
	Inspect entire length of wire rope.
	
	
	

	R2
	Obvious visible damage, kinking, crushing, deterioration, wear, distortion, broken wires.
	
	
	

	R3
	Reduction of rope diameter, loss of core support, corrosion.
	
	
	

	R4
	Broken wires or corrosion at end connections
	
	
	

	R5
	End connections and fittings, corrosion
	
	
	


Comments:
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