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PRE-LIFT SAFETY CHECKLIST 
	PROJECT NAME & NUMBER:       
	INSPECTION/LIFT DATE:       

	PAYLOAD NAME:       
	CRANE LIFT:  FORMCHECKBOX 
                HOIST LIFT:  FORMCHECKBOX 


	PAYLOAD NUMBER:       
	RIGGING DRAWING NUMBER:       

	VERIFIED WEIGHT OF PAYLOAD:      
	DIMENSIONS OF LIFT:         x         x       

	MAKE & MODEL OF CRANE(S) or HOIST(S):       
	EQUIPMENT NUMBER OF CRANE(S) OR HOIST(S):       

	WEATHER CONDITIONS:       
	

	PRE-LIFT VERIFICATIONS:

(Critical Lifts  - Required)

	1. DID THE CREW USE THE APPROVED RIGGING PLAN TO SET UP THIS LIFT?   FORMCHECKBOX 
 Yes   FORMCHECKBOX 
 No 

	2. Operator(s) and Flagman: 

	 FORMCHECKBOX 
 Operator(s) Name:

 FORMCHECKBOX 
 Operator(s) Certified by:
	
	 FORMCHECKBOX 
  Signalperson Name:

 FORMCHECKBOX 
  Signalperson Qualification:
	

	3. Safety measures and communications assurance:

	 FORMCHECKBOX 
  JSA completed
	 FORMCHECKBOX 
  Crane has OSHA Annual Inspection, or if Hoist, ASME Annual Inspection.
	 FORMCHECKBOX 
  Crane(s) Daily Report with Operator, or if Hoist, ASME Daily Inspection.

	 FORMCHECKBOX 
  Personnel Safety barricades up
	 FORMCHECKBOX 
  Proper PPE with Lift Personnel
	 FORMCHECKBOX 
  Crane’s or alternate air horn available

	 FORMCHECKBOX 
  Tail swing barricades installed
	 FORMCHECKBOX 
  Lift, Travel & Swing Area clear 
	 FORMCHECKBOX 
  Radio communication required?

	4. Final Check of machinery:

	 FORMCHECKBOX 
  Crane(s) or Hoists(s) set-up & located per the Rigging Drawings
	 FORMCHECKBOX 
  Crane(s) set-up on mats if required (verify size & quantity)

	 FORMCHECKBOX 
  Radius from crane(s) Center of Rotation to Payload checked
	 FORMCHECKBOX 
  Crane(s) on even terrain and level, or if Hoist is it securely anchored.

	 FORMCHECKBOX 
  Boom length & number of line parts in Block is correct
	 FORMCHECKBOX 
  Safe working distance from power lines verified

	 FORMCHECKBOX 
  Underground utilities verified & protection installed as required
	 FORMCHECKBOX 
  Crane travel paths (where applicable) leveled & compacted and matted where specified 

	5. Final Check of Below the Hook lift devices:

	 FORMCHECKBOX 
  Sling eyes are seated properly in the block hook(s)
	 FORMCHECKBOX 
  Correct size shackles are installed

	 FORMCHECKBOX 
  Hook block latches fitted and working properly
	 FORMCHECKBOX 
  Softeners provided at rigging bearing points (where req’d)

	 FORMCHECKBOX 
  Correctly rated Slings selected per rigging arrangement
	 FORMCHECKBOX 
  Recorded inspections and test certificates, as required by OSHA and this procedure, current for all Rigging used. Paperwork on file and available at site.

	 FORMCHECKBOX 
  Correct Spreader Bar or Beam is installed (if required)
	 FORMCHECKBOX 
  Tag Lines attached to control payload

	6. Does the actual rigging scheme differ from the approved rigging diagrams?

	
 FORMCHECKBOX 
 Yes   FORMCHECKBOX 
 No 
If yes, explain why:

	

	

	7. A brief and final description of the planned sequence of the lifting operation was discussed with ALL individuals involved in the lift?

	
 FORMCHECKBOX 
 Yes   FORMCHECKBOX 
 No 
If no, explain why, or if yes and there were any comments from the discussion that should be noted :

	

	


PRE-LIFT SAFETY CHECKLIST
A FULL DESCRIPTION OF THE PLANNED LIFTING PROCEDURE HAS BEEN DESCRIBED AND I UNDERSTAND MY ROLES AND RESPONSIBLITIES DURING THIS UPCOMING LIFT.
	EMPLOYEE NO.
	CRAFT/TRADE
	NAME (PRINT)
	SIGNATURE

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	PROJECT RIGGING ENGINEER
	
	

	
	RIGGING SUPERVISOR
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