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SUBCONTRACTOR BEHAVIORS AND CONDITIONS ASSESSMENT
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Date: Site Number or Name

Assessor Name 1: Site Type:

Project: Scope of Work

Region: General Contractor

Market: Company Performing Work:

State: Assessor Name 2 (If App):

YES NO N/A YES NO N/A ITEMS ASSESSED

1  Competent Tower Climber

7 Material Hoisting

1

~

100% tie-off maintained while climbing at/above 6 ft?

39

Capstan Hoist operators have at least one year of experience?

2

~

Climber tied-off to appropriate anchorages (e.g., T-arms, step bolts, pegs)?

40 Capstan Hoist Checklist has been completed prior to use?

3

~

Positioning lanyard being used correctly?

41 Hoisting/rigging equipment being used is manufactured for that purpose?

4

~

Controlled Descent Plan was reviewed by Bechtel Communications ES&H?

8 Electrical Safety

5

~

Tower/structure is free from active bird nests?

42

~

Only “qualified” persons are working on or near energized circuits?

6

Rescue plan, personnel, and equipment is readily available on site?

43

~

Proper insulated tools are used during electrical work?

8

~

Fall protection equipment being used appropriately?

44

~

Proper PPE is used when working on energized circuits?

9

~

Fall protection equipment was inspected prior to use?

45

~

Battery terminals are guarded or protected?

10

Climber possesses valid CTC card?

46

Lockout/Tag out authorities are delegated and documented?

11

Supervisor is on site during climbing operations?

47

Fishtapes are non-metallic?

2 Job Safety Analysis 9  Confined Spaces

12

A Job-specific JSA has been developed by the crew?

48

Employees have been properly trained to work in confined space?   

13

JSA was completed before start of job, shift or change in work activities?

49

Confined space entry permit is on site?

14

JSA was reviewed with all affected employees?

50

~ Confined space's) identified and all hazards addressed?

15

JSA covers all tasks and phases to be completed that shift?

51

~

Confined space rescue plan has been developed and implemented?

16

JSA addresses potential hazardous materials (e.g., Lead, Asbestos, Oil Spills)?

52

Proper signage is posted at confined space entry points?

17

Supervisor/Crew assessed area for hazards prior to preparing the JSA?

53

~

Confined space being monitored for potential chemical and atmospheric hazards?

3 Utility Avoidance 54

~

Competent person and full-time attendant is present during confined space entry?

18

~

Hand digging with non-conductive tools while locating underground utilities?

10  Housekeeping

19

~

Potholing being used to determine exact location of utilities?

55

Clean work area is maintained?

20

~

Underground utilities were located BEFORE starting excavation?

56

Construction materials are safely and securely stored?

21

Private utility locates used when excavating extends beyond public property?

57

Materials and debris are absent from elevated work surfaces?

22

~

Exposed utilities are protected? 

58

Trash and debris are in containers and properly disposed?

4  Barricades 11  Hand and Power tools

23

Temporary hard barricades are appropriately placed?

59

Guarded knives are being used?

24

Danger/Caution barricades are installed/maintained? 

60

Tie wraps, etc. are being cut with snips or guarded knives?

25

Workers request/gain permission before entering danger barricades?

61

Power tools are properly grounded?

5  Work Zone Safety 62

Tool lanyards are being used while working at heights?

26

Approved work zone plan is available prior to start?

63

Worker is using the proper PPE for the tool being used?

27

~

Work zone is demarcated and protected?

64

Workers are using techniques to reduce repetitive motion and other soft tissue injuries?

28

~

Personnel are visible and protected?

12 Scaffolds and Ladders

29

All hazards are identified and listed on valid local permits?

65

~

Employees are not working on Red Tagged scaffolds?

6  Cranes and Rigging 66

Modification, erection and dismantling performed by competent scaffold erectors only?

30

~

Crane is setup and verified by a Competent Rigger/Operator (qualified)?

67

~

100% Fall protection is being worn at heights 6 ft. or higher?

31

Approved Critical Lift Plan is available on site?

68

Scaffolds have proper cross bracings, fully planked and sitting on a solid secure base?

32

Operator is qualified to use the type of equipment being operated?

69

No metal ladders are being used? 

33

Crane has current annual inspection?

70

No multi-purpose ladders are being used?

34

Swing radius has been identified/barricaded with danger tape?

71

Extension ladder is secured and extends 3 ft above landing?

35

Pre-lift inspection sheet has been completed before lift?

72

Extension ladder is set on a firm base and erected at 4 to 1 ratio?

36

All outriggers are extended and set on steel or wooden mat?

73

Ladder positioning is adequate to perform work safely?

7  Material Hoisting

74

Ladder is suitable for task (e.g.,  Extension vs. A-Frame?

37

Exclusion zone's) are maintained during overhead work?

75

Worker facing the ladder and maintaining 3-point contact?

38

Ropes, knots, and attachment points have been inspected prior to use?

76

No one is standing on top 2 steps of ladder?



Monopole | Self-Support | Guyed | Rooftop | Tennant Improved | Water Tower | Sign | Tunnel

NSB   |   Overlay   |   Power up   |   UMTS   |   E911   |    Modification   |   Warranty



Circle



ITEMS ASSESSED



~

  Denotes a Safety Absolute.  When there is a violation of a Safety Absolute refer to the Safety Absolutes and Rules of Engagement Pocket Guide for the proper actions to take.

Overall safety performance rating for this assessment (circle one):     Unacceptable     Poor    Needs Improvement      Fair      Good      Excellent
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YES NO N/A ITEMS ASSESSED YES NO N/A ITEMS ASSESSED

13 Fire Protection/Hot Work 18 Suspended Personnel Platforms

77

Written plan/procedure is on site (MOP)?

106

~

100% fall protection is employed (implemented)?

78

An emergency preparedness/evacuation plan is in place?

107

Approved Critical Lift Plan is available on site?

79

A working fire extinguisher is on site and readily available for use? 

108 Suspended Personnel Platform Checklist has been completed?

80

Extension cords and power tools have ground pins?

109

Test and trial lift of empty basket completed prior to personnel lift?

81

GFCI or  Assured Grounding program is being used?

110

Platform/Basket is not overloaded?

14 Personal Protective Equipment 111 Pre-lift meeting was completed with all personnel involved?

82 Eye protection is being used appropriately?  112 Direct line of communication between operator and suspended personnel is maintained?

83

Hard hats are being worn appropriately?

113

Operator is at controls while personnel are suspended?

84

Long pants are being worn appropriately?

19  Electromagnetic Energy

85

Sturdy leather work shoes or boots are being worn?

114

Personal RF monitors are being be used?

86

Hearing protection is worn in areas where required?

115

Posted warning/danger signs are effective?

87

Appropriate work shirts (min.of 4-inch sleeves) are being worn? 

116

RF monitors are available and in use at the work location?

88 Appropriate gloves are worn? 117

RF/EME warning signs are posted at the work location?

15 Leading Edge Work 118

All personnel have been briefed or trained on EME hazards?

89

~

100% tie-off within 6-ft of any leading edge?

20 Hazardous Materials  

90

Proper top rail, mid-rail, and toe boards are in place?

119

Workers are not working on/with suspected asbestos containing material?

91

~

Anchorages being used are capable of supporting 5000 lbs?

120

Workers are not working on/with lead based paint?

16 Aerial Lift Devices 121

Supervisor informed crew of known haz mats (ACM, Lead Paint, etc) in the work area?

92

~

100% fall protection is being employed (implemented)?

122

MSDS sheets are available on site as required?

93

~

Aerial lifts operated only at  10+  feet of overhead power lines?

123

All hazardous and flammable materials are safely and securely stored?

94

~

Worker not standing or sitting on railing?

124

The company hazardous communication program is available?

95

Equipment is being used on level ground?

125

~

Hazards associated with Halon systems have been identified?

96

~

Platforms/Baskets are not overloaded?

21  Subcontractor Safety and Health Program/Certifications

97

~

Equipment was inspected prior to use?

126

Contractor has a copy of the Bechtel Communications ES&H Program on site?

98

Lifts are operated by trained and/or certified personnel?

127

Workers installing coax connectors have proof of the required training?

99

Aerial Lift Equipment Checklist completed?

128

Workers performing sweep tests have proof of required training?

17  Multi-Employer Work Sites

129 There is CPR/First aid trained person on site?

100

Work hazards have been identified and properly separated?

130 There is stocked first-aid kit available?

101 RESERVED 131 The emergency calling tree is available?

102 RESERVED

22  Environment

103 RESERVED 132 RESERVED

104 RESERVED

133

RESERVED

105 RESERVED

134

RESERVED

Notes/Comments (please insert comments for all non-compliances):
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